DARE-O-MATIC NON-SIPHONING FLOAT VALVES 
NO. 1800 - 300 GPH CAP. AND NO. 2175 - 300 GPH CAP. 


INSTALLATION & ASSEMBLY INSTRUCTIONS. Mounts mistake free. 
Provides an air gap to prevent back siphoning. 



This Valve is Packaged in Two Parts: 

(1) HOUSING ASSEMBLY WITH BRACKETS. 

(2) TUBULAR VENT ASSEMBLY. 


ASSEMBLE AS FOLLOWS: 


(A) The outer housing assembly reaches you with ail inner 
parts in place. Look into the hose receptacle in the top of 
the large rectangular valve housing. The white neoprene 
disc may appear off center. This is normal. The tubular vent 
assembly, not the neoprene disc, will shut off the water. 


(B) Insert tubular vent assembly into the valve housing. (Do 
not insert a hose washer into the valve housing) Tighten 
the tubular vent by hand. Do not use pliers or wrench. 


(C) Insert hanging brackets: 

METAL TANKS. Place long portion of brackets 2736 in 
housing slots. Fasten with short screws provided. Brackets 
may be adjusted up or down to vary the water level. Attach 
valve to tank with long thumb screws provided. 


POLY TANKS. Place short portion of brackets 2789 in hous¬ 
ing slots. Fasten with Short screws provided. Attach valve to 
the plastic tank with the self-tapping screws provided. DO 
NOT OVER-TIGHTEN. Screw holes may be pre-drilled in 
the poly tank. Use 1/16 in. size drill bit. 

(D) Connect valve to garden hose. Can also be connected 
to water pipe with use of a hose-to-pipe converter. 
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nA !?P PRODUCTS, INC. P.O. Box 157 
JL/rVAv J-i Battle Creek, Ml 49016 


MISSING PARTS? INSTALLATION PROBLEMS? 
Call Toll free: 1-800-922-DARE(3273) 

Packed by:_ 

MADE/PRINTED IN USA 


PARTS FOR DARE-O-MATIC NON-SIPHONING FLOAT VALVES 

NOS. 1800 & 2175 

PART# 

DESCRIPTION 

* 

PCS PER UNIT 

1795 

Aluminum Housing (1800) 

1 

789 

Plastic Housing (798) 

1 

1041 

Inner float assm., complete with cotter pin 
and neoprene disc. 

1 

1533 

Tubular vent assm. complete with #1257 
hose washer and #1482 orifice 

1 

- - 

14-28 x 3/8” binder head screws 

1 pr 

SCREWS AND BRACKETS FOR METAL TANKS 


2736 

Metal tank brackets 

1 pr 

1171 

1/4-28 thumb screws 

1 pr 

SCREWS AND BRACKETS FOR POLY TANKS 


2789 

Poly tank brackets 

1 pr 

2797 

Self tapping screws 

2 pr 



POLY TANK BRACKET #2789 

Self-Tapping Screw 
3/4" long 


Short Screw 
3/8" long 


Thumb 

Screw 


Short Screw 
3/8" long 



1257 Hose Washer 


1482 


Tubular Vent 
Assembly 


Do Not Put Hose 
Washer Here 

Float Housing 


METAL TANK BRACKET #2736 



#1041 Inner 
Float Assembly 


IMPORTANT - READ 

Top view of hose receptacle prior to insertion of tubular vent 
assembly. Note white neoprene disc may be off center in 
hole. THIS IS NORMAL. Complete the assembly per instruc¬ 
tions on left. 
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